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07103-00457 
Revision

Date ECO Description

Original 4/27/2021 1032877 IP Digital Camera

Rev. A 1/6/2022 Added more images, details, and Kit parts

Rev. B 6/30/2024 1033665 Update new camera, images, added FT Kit parts

Rev. C 8/9/20204
Added NOTE statement if “Sign Panel Bracket on unit is same as Kit 
Item-11, Go to Section 4, Else continue to Section-3”

Contact Information 
Triton©      
21405 B Street       
Long Beach, MS 39560 USA     

Techsvs@triton.com
1 (800) 259-6672 (opt 3) or +1 (228) 575-3100 (opt 3)      
 

CSS@triton.com
1 (800) 259-6672 (opt 2) or +1 (228) 575-3100 (opt 2)      
        


 is guide covers conĕ guration information for ARGO-FT ATMs.


 is manual applies to all service personnel involved in installing, conĕ guring, or upgrading components on 
Triton ATMs nationwide and abroad. 


 is conĕ guration guide provides information and easy-to-follow instructions for the ARGO-FT IP Camera 
basic settings and operations.
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TOOLS 
REQUIRED

• #2 Phillips head screwdriver 
• #1 Phillips head screwdriver
• 7/16” open/closed box end wrench

• 11/32” hollow nut driver, 11/32” socket
• Wire Cutters

 Kit P/N
09200-15238

ARGO FT IP Camera Installation Kit

Parts Supplied

Description Quantity
1 ARGO FT IP Camera with 2 L-brackets and data/power cable attached 1

2 +12V DC power cable, 8-pin to 2.1 mm ID female plug 5.5 mm OD, 24 in. 1

3 Ethernet Cable | 13.8   1

4 Velcro loop-side round dot, 7/8 diameter, white 2

5 Velcro hook-side round dot, 7/8 diameter, white 2

6 Camera Window Film 1

7 Machine Screw | #8-32 | 3/8 Inch | Pan Phil Head w/Ext Tooth Wash 2

8 Nut | #8-32 | Hex Nut | Ext. Tooth Washer 1

9 Cable Clip | 3/4” Round | Screw-In | Quick Release 1

10 Camera Window 1

11 Bracket | Sign Panel Retainer 1

12 CD | Vendor IP Camera 1

13 Instructions | Vendor IP Camera 1
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• Section 1, Remove Installed Camera in ARGO-FT,  page 4.
• Section 2, ARGO-FT without installed camera, page 5.
• Section 3, Remove/Install ARGO-FT Sign Panel Bracket, page 6. 
• Section 4, ARGO-FT Camera Installation, page 6.

ඛඍඋගඑ඗ඖ-1 
කඍඕ඗ඞඍ එඖඛගඉඔඔඍඌ උඉඕඍකඉ එඖ ඉකඏ඗-ඎග

**NOTE**
Before starting the camera installation, perform proper shut down of the unit and disconnect the input power 
cord from the power supply.

1. Open the vault door. Refer to the ATM user manual for procedures for removing the dispenser.
2. Disconnect 8-pin video cable from the external video cable and disconnect from camera dongle.
3. Remove the video cable from clamps and dispose of cable.
4. Locate the power in-line barrel analog cable and disconnect, Le  Image, or the power cable plugged into the 

IP dongle, Center Image, and disconnect. Remove the power cable from clamps and disconnect from power 
supply. A new power cable provided in the kit. 

5. Disconnect the power/video cable from two or three clamps leading to the camera, Right Image.

    

6. Remove the two screws on the Signage light cover, RED circles, Le  Image. Li  the cover until it 
magnetically clicks to the cabinet top. Remove the two screws, YELLOW arrows, securing the camera, Right 
Image. Remove the camera and power/video cable from ATM.
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7. Use 11/32” nut driver to remove the two nuts, RED arrows, Le  Image, from the camera bracket. Save the 
nuts for later use. Remove the bracket from the unit. 

8. Remove the camera window cover from the back of the bracket, Center Image. Bracket without the cover, 
Right Image.

    

ඛඍඋගඑ඗ඖ-2
ඉකඏ඗-ඎග ඟඑගඐ඗ඝග එඖඛගඉඔඔඍඌ උඉඕඍකඉ

**NOTE**
Before starting the camera installation, perform proper shut down of the unit and disconnect the input power 
cord from the power supply. 

1. Open the top enclosure door. 
2. Remove the two screws on the Signage light 

cover, RED circles. Li  the cover until it 
magnetically clicks to the cabinet top. 

         

3. Use 11/32” nut driver to remove and save the two nuts, RED arrows, from the camera bracket for later use. 
Remove the bracket from the unit. Remove the cover over the lens hole, BLUE arrow, Le  Image. Remove the 
smoked window from the bracket, Right Image.

           

**NOTE**
If the unit has a Sign Panel Bracket installed 
the same as Kit Item-11,  Go to Section 4, 
else continue to Section-3.
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ඛඍඋගඑ඗ඖ-3
කඍඕ඗ඞඍ/එඖඛගඉඔඔ ඉකඏ඗-ඎග ඛඑඏඖ ඘ඉඖඍඔ ඊකඉඋඓඍග

1. Remove the 7-screws, YELLOW arrows, on the Sign Panel Bracket.  e ATM panel should stick with the 
bracket or may fall off . Separate the ATM panel from the frame. 

2. Obtain from kit, Bracket Sign Panel Retainer, Item 11. Bracket has a notch, RED rectangle. Insert the 
ATM panel into Bracket. Tape the inside corner to hold the panel in the bracket. Install the seven screws, 
YELLOW arrows, removed in the previous step. Remove the tape from the panel.  

ඛඍඋගඑ඗ඖ-4
ඉකඏ඗-ඎග උඉඕඍකඉ එඖඛගඉඔඔඉගඑ඗ඖ

1. Locate the screw post, RED arrow, on the le  side of the cabinet, Le  Image. Obtain from kit, Secure Cable 
clip, Item-9, and #8-32 Hex Nut with EXT tooth washer, Item-8. Secure clip to post using nut, with 11/32” 
nut driver or 11/32” socket, Right Image.
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2. Obtain from kit, Camera Window, Item 10. Peel the white ring paper off  the back, Le  Image. Attach the 
camera window to the bracket Center Image. Peel the protective coating off  the front of the window, Right 
Image.

    

3. Obtain from kit, Camera Window Film, Item-6. Insert Film between the Camera bracket posts.
4. Attach the bracket with the notch up, YELLOW box, over the camera opening with two nuts removed earlier, 

RED arrows. Use 11/32” nut driver to tighten the nuts snug.

**NOTE**
May install the Camera Window Film, Item-6 with the notch down to get a slight lower Camera view.

5. Obtain from kit, ARGO IP Camera, Item-1, and Velcro Loop, and Hook Item-4 & 5.
6. Turn the Camera Dongle, so the four-screw openings are visible, Le  Image. DO NOT cut along the length. 

Cut the Velcro Loop, and Hook, RED line, Center Image. Should have two round dots. 
7. Remove the backing from one side of the Velcro Loop/Hook dots, and attach one near the end of the dongle, 

and attach one to the other end of the dongle, Right Image. DO NOT remove the backing, until later steps.
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8. Verify the two brackets have the screws through the second from edge oval hole and connect to the camera 
bracket rear threaded hole as shown below.

9. Obtain from kit, #8-32, 3/8in, screws, Item-7. Set the camera in place and attach it to the bracket with two 
screws, YELLOW arrows.

10. Route the cable across the top and tuck it in the channel behind the light bracket, Le  Image. Press cable into 
the clamp, RED arrow, Right Image. 
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11. If using PoIP, go to step-13.
12. Obtain from kit, +12 VDC power cable, Item-2, into an available port on the power supply. Suggest following 

the MAGENTA routing as shown below. 
13. Route the camera dongle cable through the two clips as best as possible, RED arrows for suggested routing. 

Loop-back excessive Dongle cable through clamps to keep it out of the way.

  

14. If using PoIP, go to step 17.
15. Plug the +12 VDC power cable into the side of the Dongle, YELLOW arrow. 
16. Remove the backing from the two pieces of Velcro, Le  Image. Position Dongle without a sharp bend in the 

power cable, YELLOW arrow, and press the Camera Dongle Velcro, RED arrows, against the cabinet wall, 
Center Image. Go to step 18.

17. Remove the backing from the two pieces of Velcro. Press the Camera Dongle Velcro, YELLOW arrow, 
against the cabinet wall, Right Image.

       



Triton Systems ©10TDN 07103-00457 Rev. C

18. Obtain from kit, Ethernet Cable, Item-3. Route the Ethernet cable through the bottom two clips, YELLOW 
arrows. Plug the Ethernet Cable into the bottom of the Dongle, GREEN arrow. Le  Image. 

19. For Deep Drive-Up Only: Continue routing the Ethernet cable through the small opening into the Plug box 
area, YELLOW arrow, Center Image. 

20. For Walk-Up and Shallow Drive-Up Only: Continue routing the Ethernet cable down through the small 
opening, YELLOW arrow, into the bottom cabinet, Right Image.

      

21. Route the Ethernet cable through the four clips on the le -cable track. Continue routing the cable out the 
ATM’s corner opening and connect to the local network.

22. Re-install dispenser. Remove tools and unused parts. Connect input power cord to ATM power supply. 
Power up the ATM and set for normal operations. 

23. Use provided CD/Instructions to setup video on a PC or a program supported by the ATM service provider.
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