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
 is guide covers converting the Main Board Module and display cable from X3 to X4, for the ARGO-FT ATMs.


 is manual applies to all service personnel involved in installing, converting, or upgrading hardware on Triton 
ATMs nationwide and abroad. 


 is user guide provides information, methods, and easy-to-follow instructions for converting the Main Board 
Module from X3 to X4 and restoring ATM to normal operations via ARGO User Manual (07103-00399) Rev D.

Part Required: 

X4 Module Only for speciĕ c country’s ARGO-FT

NO Tool Required.

ARGO-FT
Cable: 09120-01433 Standard Cable on unit

X3 Mainboard Module Display cable plugs into J18 on Baseboard

X4 Mainboard Module Display cable plugs into J24 on Baseboard
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ARGO-FT M R P

1. Wear an Electrostatic Discharge device, wrist strap or gloves, grounded to ATM chassis before continuing. 
2. Login to ATM. Navigate menu to Management Functions > System Parameters (5) > Shut Down the 

Terminal (4). Press Enter will verify to exit the program. When the ‘shutdown’ image appears on screen, on 
the power supply, press the switch to the OFF (0) position. 

3. Access back of upper control panel. Remove Baseboard cover. 
4. On the Le  Image, disconnect the display cable from J18 12” 15” TX53, GREEN rectangle.  
5. On the Right Image, insert display cable into J24 12” TX28 connector, RED rectangle.  

  

6. Locate the two clamps holding the Module, BLUE arrows. Push clamps slightly in the direction of the RED 
arrows to release the Module. 

7. An Incorrect pull on the Module center-edge, BLUE arrow, may damage the memory components.
8. Hold Module corners Correct. Pull the Module in the direction of BLUE arrow.
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9. Obtain the X4 (TX6S) Module from the kit and position the Module in a correct alignment to the socket.  
10. Set Correct Alignment will have equal spacing between the Module and the socket, BLUE arrows. 
11. An Incorrect alignment of the Module to the socket will damage the Module and Baseboard, BLUE arrows, 

when inserting the Module.

     

12. Hold the corners of the Module in Correct, position and insert into the socket.

    

13. A Correct ĕ nger placement on the Module corners before pressing the Module into the clamps.
14. An Incorrectly ĕ nger placement on the center of the Module will damage the memory components.

     

15. Visually inspect the Module is seated properly in the socket.  e clamps, RED ovals, hold the Module in the 
socket. ORANGE arrows, equal height of gold pins shown.
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16. A close up of the socket clamps Correct Latching to the Module board.
17. A close up of the socket clamps Incorrect Latching to the Module board.

     

18. An Incorrect Alignment will result when one side of the Module does not seat properly, as in the image 
below. Top RED arrow shows socket clamp latched incorrect. Bottom RED arrow shows gold pins seated 
incorrect.   e top WHITE arrow shows socket clamp latched correct. Bottom WHITE arrow shows gold 
pins seated correct. 

19. If the Module does not easily seat in the socket, remove the module and insert again.
20. Install Baseboard cover. 
21. On the power supply, press the power switch to ON (0).  e Power-On-Self-Test screen displays Triton CE 

Application Version 5.0 or higher. 
22. Return ATM to normal operations.

E  P


